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1. | NTRODUCT! ON

The purpose of this document is to provide general reference
information concerning those treatnent technologies that are
being wutilized for neeting the filtration performance and
disinfection requirenments for conpliance with the California
Recycled Water Criteria (Title 22, et. seq.). The information
contained herein was generated from a review of files and
correspondence of the California State Departnent of Health
Services (CDHS), and discussions with Field Operations Branch

District Staff, SWRCB Staff, industry representatives and
manuf act urers. All referenced reports, letters and other
docunents are on file with the Departnment’s Recycled Water Unit.
This reference docunent may  not refl ect al | t r eat ment
technologies in place in California, but will be updated as

additional infornmation is obtained.

The California Water Recycling Criteria (adopted Decenber 2000)
define Disinfected Tertiary Recycled Water as a wastewater,
whi ch has been oxidi zed and neets the foll ow ng:

A. Has been coagul ated* and passed through natural undi sturbed
soils or a bed of filter media pursuant to the foll ow ng:

1. At a rate that does not exceed 5 GPMft? in nono, dual
or mxed nedia gravity or pressure filtration systens,
or does not exceed 2 GPMft? in traveling bridge
automati ¢ backwash filters; and

2. The turbidity does not exceed any of the follow ng; a
daily average of 2 NTU, 5 NTU nore than 5% of the tine
Wi thin a 24-hour period, and 10 NTU at any tine.

*Note: Coagulation my be waived if the filter effluent does
not exceed 2 NIU, the filter influent 1is continuously
measured, the filter influent turbidity does not exceed 5
NTU, and automatically activated chem cal addition or
diversion facilities are provided in the event filter
effluent turbidity exceeds 5 NTU



OR

B. Has been passed through a micro., nano., or R O nenbrane
followng which the turbidity does not exceed any of the
fol | ow ng: 0.2 NTU nore than 5% of the tinme within a 24-
hour period and 0.5 NTU at any tine.

AND
C. Has been disinfected by either:

1. A chlorine disinfection process that provides a CT of
450 nmg-min/l with a nodal contact time of not |ess
than 90 m nutes based on peak dry weather flow, or

2. A disinfection process that, when conbined wth
filtration, has been denonstrated to achieve b5-10g
i nactivation of virus.

2. GENERAL GUI DANCE

The followi ng guidance is consistent with the Water Recycling
Criteria and wll serve as the basis for CDHS review and
acceptance of treatnment technologies for conpliance with the
filtration and disinfection requirenents of the Criteria.

FI LTRATI ON

Filters neeting the definition of "filtered wastewater"” under
Section 60301.320 (a&) and those denonstrating equivalency
under Section 60320.5 ("Other Methods of Treatnent”) outlined in
the Water Recycling Criteria are allowed the option of either
di sinfection approach outlined in Section 60301.230 without
additional restrictions or requirenents.

The Departnent considers a properly filtered and disinfected
recycled water neeting the turbidity performance and coliform
requirenents outlined in the criteria to be essentially pathogen
free. As noted by Asano et al.Y, "To achieve efficient virus
removal or inactivation in tertiary treatnent, two rmajor
criteria nust be nmet: 1) the effluent nust be low in suspended
solids and turbidity prior to disinfection to prevent shielding
of viruses and chlorine demand, and 2) sufficient disinfectant

must be applied to the wastewater.” Treatment requirenents
determ ned necessary to neet the disinfected tertiary - 2.2
criteria outlined in the Criteria include nedia filtration to
reduce turbidity to less than a daily average of 2 NTU or
menbrane filtration to reduce turbidity to less than a daily
average of 0.2 NTU, and disinfection to ensure a mninmm CT of

450 mlligrammnutes per liter at all tines. Thi s treatnent



schenme is intended to renove solids (including sone pathogens)
and properly prepare the water for effective disinfection in
order to achieve an approxi mtely five-log reduction of virus.

However, with respect to many existing technologies, there has
yet to be a denonstrated correlation between turbidity and
pat hogen concentration. The current turbidity performnce
standards for nedia and nenbrane filtration are based on
achi evable turbidity performance and do not assure any specific
m ni mum | evel of pathogen renoval. This is a recognized issue
in the regulations that needs to be addressed by the Departnent
and the water recycling industry.

Since the Ponbna Virus Study‘®, biological treatnent has
i ntroduced additional variables into the picture, as the type of
bi ol ogical treatnment can inpact the particle size distribution

and downstream filter and disinfection performance. However ,
the integration of these processes, into a process train, are
not well understood at this tinme and nust be addressed by

industry and regulators. Nevertheless, it remains the intent of
the Departnment to produce an essentially pathogen free effluent
by maintaining a 5-log virus renoval/inactivation barrier
through filtration and disinfection.

Addi tional information concerning treatnment technol ogies nay be
found in Appendix A (California Departnment of Health Services-
Reduction of Virus and Bacteria by Filtration and D sinfection
Oct ober 2001).

It nust be recognized that the Title 22 filtration performnce
requirements, as outlined under Section 60301.320, nust be
reliably nmet by all filtration technol ogies. It is suggested
that recycled water producers develop and inplenent plant
performance optimzation plans and nmake a reasonable effort to
mnimze effluent turbidity Ievels. Furt hernore, al
treatnment facilities should be operated in accordance with the
manufacturer’s reconmendations and specific conditions of
approval devel oped by CDHS.

1. Asano, T.; Tchobanoglous, G ; and Cooper, R C (1984), "Significance of
Coagul ation-Flocculation and Filtration Operations in Wastewater Reclamation
and reuse", in Synposium Proceedi ngs, The Future of Water Reuse, Water Reuse
Synmposium |11, San Diego, California, August 26-31, 1984. Anerican WAterworks
Associ ati on Research Foundati on.

2 County Sanitation Districts of Los Angeles County (1977), “Ponpna Virus
Study, Final Report”, Prepared for Calif. State Water Resources Control
Board, Sacramento, Calif., and USEPA, Washington, D.C



UV DI SI NFECTI ON

U Disinfection Quidelines were published in 1993 by the
Nat i onal Water Research Institute (NWRI). Since that tinme, the
field of wultraviolet disinfection has taken great strides
forward. As a result of the progress nade in understanding the
UV disinfection process, the CDHS and the NWRI agreed that it

was tinme to revise and update the guidelines. NVRI  and the
American Water Wrks Association Research Foundation (AWMRF)
pooled their resources in order to revise the current
gui del i nes, which now cover water recycling and drinking water

W disinfection applications. As a result of these efforts the
"Utraviolet D sinfection Qudelines for Drinking Wter and
Wat er Reuse" were published by NAR/AWMRF in Decenber 2000.

CDHS endorses these CGuidelines and refers to them when
eval uating UV disinfection proposals. One nmmj or reconmendati on
of the guidelines is that all UV equipnent (including previously
approved equipnent) be tested and validated under these new
gui delines before being accepted by the Departnent. It is
believed that existing UV disinfection systens that were
properly designed should conmply with the elenents of the revised
gui del i nes.

The inplication of the recomendati ons contained in the revised

guidelines is that even the horizontal | ow pressure | ow
intensity UV systens mnust be validated before they are accepted
for a UV disinfection application. Previ ously accepted WV
technol ogi es that were considered to be nonconform ng under the
1993 gquidelines wll also have to be retested wusing the
recommended testing procedure. The UV technologies |isted

herein include a note indicating whether conpliance with the
Decenber 2000 guidelines has been denonstrated by the
manuf act urer.

Agencies that are in the stages of planning or early design have
the nost flexibility and should be able to require conpletion of
UV validation testing before they accept delivery of the W/

equi pnent. Therefore, the agency can plan and begin the design
work around a given UV system but not allow delivery of
equi pnrent until validation testing is conpleted. This wll

al l ow conparison of the UV reactor design to the validation test
results in order to ensure adequate sizing and performance of
the UV system This could be done as part of design review
process, i.e., while the design is not yet conplete.

I f the design process has been conpleted and the contract for
equi pnment has been signed, there will be fewer recourses for the
utility. However, the wutility can require a denonstration of
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performance or performance guarantee on the equipnent for their
own protection.

It is inportant to note that these are only “guidelines” and are
therefore not |limting with respect to alternative approaches a
manuf acturer or project proponent may propose for consideration
on a case-by-case basis. It is possible however that future
regul ati ons may be based on these gui delines.

(Conti nued on next page)



3. FILTRATI ON TECHNOLOG ES

G anul ar Media Type Filters

The follow ng technol ogies have denonstrated their ability to
neet the performance objectives of Title 22. The " STATUS"
designation gives an indication as to which technol ogi es have
been given formal Departnental recognition. For projects
proposing a technology which is not listed herein or whose
"STATUS" is unknown, a review of the proposal should be
conducted by the Recycled Water Unit prior to acceptance.

Dynasand St at us- - Accept ed
Par kson Cor poration

2727 NW 62" Street

Fort Lauderdal e, Florida 33340-8399

(305) 974-6610

Description: Upflow deep bed conti nuous backwash

Medi a confi guration:

Medi a Depth Effective Uniformty
(i nches) Size (mMm Coef fici ent
sand: 40 1.30 1.50

Accept ance / Reference:
-Listed in the CDHS Direct Filtration Guidelines (1988)
- Condi tional acceptance letter dated 12/1/86 from CDHS
-Conditions of acceptance include: 1) nedia design specs.
as noted above, 2) conplete recycling of filter nmedium
every three to four hours.
-Letter dated 4/23/97 from the San Francisco District
Ofice to the Sewerage Agency of South Marin
-Meno dated 7/18/97 from Mke Finn (CDHS) re: two
performance studies (S.F. Bureau of water Pollution Control
and Sewer age Agency of South Marin)

Comments: Classified as direct filtration.

I nstal | ati ons: Sewer age Agency of Southern WMarin (Evaluation
outlined in a Pilot Test Final Report for the Agency dated June
1989) ; San Franci sco-Bureau of Water Pollution Control has a

pilot unit at the Oceansi de WMP, and ot hers.




WATERLI NK Super Sand St at us- - Accept ed
Waterlink Separations, Inc.

29850 N. Skokie Hwy. (U. S. 41)

Lake Bluff, Illinois 60044-1192

(847) 473-3700

Description: Upflow deep bed conti nuous backwash

Medi a configuration:

Medi a Depth Ef fective Uniformty
(i nches) Size (MM Coef fici ent
sand: 40 1.30 1.50

Acceptance / Reference:
-Conditional acceptance letter dated 1/14/2000 from CDHS
-Condi tions of acceptance include: 1) nedia design specs
as noted above, 2) conplete recycling of filter medium
every three to four hours.

- Not e: Waterlink holds the patents for the design of the
filter approved as the "DynaSand" marketed by Parkson Corp.
under |icensing agreenents. Master file contains all
docunent at i on

Comments: Classified as direct filtration.

I nstal | ati ons: Proposed for Delta Diablo Sanitation D strict
(Pittsburg, CA), Coachella Valley and Escondi do.

WESTECH TECHNASAND St at us- - Accept ed
West ech Engi neering, Inc.

3625 South West Tenpl e

Salt Lake City, Utah 84119-0068

(801) 265-1000

Description: Upflow deep bed conti nuous backwash

Medi a configuration:

Medi a Depth Ef fective Uniformty
(i nches) Size (mMm Coef fici ent
sand: 40 1.30 1.50



Acceptance / Reference:
-Conditional acceptance letter dated 4/5/2002 from CDHS.
-Conditions of acceptance include: 1) nedia design specs.
as noted above, 2) conplete recycling of filter nedium
every three to four hours.

- Not e: Mtr. has indicated they wll warrant the
Technasand Filter to nmeet Title 22 filtration requirenents.
Same principle as the Parkson Dynasand. Mster file
contains all docunentation

Comments: Classified as direct filtration.

Installations: Proposed for Carnel Valley Ranch.

Hydr o- Cl ear St at us- - Accept ed
US Filter

Zimpro Environnental, Inc.

301 W Mlitary Rd.

Rot hschild, W 54474

(715) 359-7211

Description: Shallow pul sed bed filter

Medi a configuration:

Medi a Depth Ef fective Uniformty
(i nches) Size (MM Coef fici ent
sand: 10-12 0. 45 1.50

Acceptance / Reference:
-Listed in the CDHS Drect Filtration Guidelines (1988)
-Condi tional acceptance letter dated 11/17/81 from CDHS.
-Condi ti ons of acceptance include: 1) m ni mum bed depth of
10-inches of sand with E.S. of 45 nmm 4) at |east 6 mnutes
bet ween pul ses and no nore than 25 pul ses per filter run.
-U. C. Davis Evaluation Report; "Evaluation of the Pul sed-
Bed Filter For Wastewater Reclamation in California”, 1981.

Comments: Cassified as direct filtration

Installations: Multon N guel WD, San Luis Obispo, San C enente,
Rancho Murrieta, Fallbrook, and others.




I nfil co-Degrenont, Inc. St at us- - Accept ed
Aut omati ¢ Backwash ( ABW

P. O Box 71390

Ri chnmond, Va 23255-1390

(804) 756- 7697

Description: shall ow bed, traveling bridge

Medi a configuration:

Medi a Depth Ef fecti ve Uniformty
(i nches) Size (MM Coef fici ent
sand: 11 0.55 1.50

Acceptance / Reference:
-Listed in the CDHS Direct Filtration Guidelines (1988)
-U. C. Davis Evaluation Report; "Evaluation of the Enel co
ABW Aut omati ¢ Backwash Filter For Wastewater Reclamation in
California", dated Novenmber 1988.

Conments: Loading rate limited to 2 gpmft? Mx. influent
turbidity <10 NTU

Installations: Sacranento County, Sepulveda Witer Reclamation,
Fol som WMP, Victor Valley WARP, LA Cty-Tillman WRP, Shasta
Lake WMP, and ot hers.

Aqua- Aer obi c Systens, Inc. St at us- - Accept ed
Aut omat i ¢ backwash filter (AquaABF)

P. 0. Box 2026

6306 N. Al pi ne Road

Rockford, IL 61111

(815) 654-2501

Description: Shallow bed traveling bridge

Medi a confi guration:

Medi a Dept h Ef fective Uniformty
(i nches) Size (MM Coef fi ci ent
sand: 11 0. 55 1.50

Accept ance / Reference:
-Listed in the CDHS Direct Filtration Guidelines (1988)



-U. C. Davis Evaluation Report entitled "Eval uation of the
Aqua- Aer obi ¢ Automatic Backwash Filter For \Wastewater
Reclamation in California" dated July 1986.

Comments: Loading rate linmited to 2 gpmft? Mx. influent
turbidity <10 NTU

| nstall ati ons: None known

Tetra Technol ogi es, Inc. St at us- - Accept ed
Tetra-Denit.

1628 Ti buron Bl vd.

Ti buron, CA 94920

(1-800- 364-4617)

Description: Tetra Deep Bed-Denitrification Filters

Medi a confi guration:

Medi a Depth Effective Uniformty
(i nches) Size (mMm Coef fici ent

Silica

sand: 48-72 2.2 1.35

Accept ance / Reference:
-Conditional acceptance letter signed by M Ki ado ( CDHS)
re: LADWP dated 3/17/92
-Letter dated 10/6/97 from Parsons Engineering Science
regardi ng LA-d endal e Water Reclamation Plant pilot study.

Comment s: Mono-nedi a granul ar sand; 4-6 foot depth; intended for
direct filtration with chem cal addition.

I nstal |l ati ons: City of Los Angeles (dendale WMP), Lake
Arrowhead CSD, Padre Dam MAD, Scotts Valley WD.

Centra-flo

Appl i ed Process Technol ogy St at us- - Accept ed
35 Wl lington Lane

Conroe, Texas 77304

(409) 539-4099

Descri ption: Centra-flo Gravity Sand Filter
Downf | ow Conti nuous Wash Filter
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Medi a configuration:

Medi a Depth Effective Uniformty
(i nches) Size (mMm Coef fici ent
(graded)
sand: 40 0.5 - 3.0 1.50
Accept ance: CDHS | etter dated January 6, 1999 for | andscape
irrigation

Comments: Pilot testing conducted at Union Sanitary District's
Al varado WATP (1994); loading rate up to 4.4 GPMft2

Instal l ati ons: Tejon Ranch Devel opnent ‘99 (1-5 @ Tej on Pass)

Fl ui dsand

Fl ui dyne Cor porati on St at us- - Accept ed
2816 West First Street

Cedar Falls, 1A 50613

(319) 266-9967

Description: Fl ui dyne Fl uidsand Filter
Upfl ow Conti nuous Backwash Filter

Medi a configuration:

Medi a Dept h Ef fective Uniformty
(1 nches) Size (mMm Coef fici ent
(graded)
silica sand: 40 0.8 - 1.0 1.6

Accept ance / Reference:
-Conditional acceptance letter dated 5/03/2000 from CDHS
-Conditions of acceptance include: 1) nedia design specs
as noted above, 2) conplete recycling of filter nedium
every three to four hours.
- Engi neering Report dated June 9, 1997 subnitted by Questa
Engrg. for the Canada Wods Reclamation Facility.

Comments: Classified as direct filtration. Designed for waters
containing TSS up to 20 ng/l (per manufacturer); Per f or mance
dat a submtted by t he manuf act ur er denonstrates this
technology’'s ability to conply with the turbidity performance
st andar ds. Design and operation conceptually simlar to
Dynasand.
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Instal |l ati ons: Tenaya Lodge |ocated in Fish Canp (Evaluated in a
"facilities Review' report by Carollo Engineers dated Septenber

1990). Canada Wods Developnent ('99) in the Monterey area
(wi thout SDHS approval). Castanoa Ranch ('99) in San WMateo
County.

Hydr asand St at us- - Accept ed

Andritz Ruthner, Inc.
1010 Comrerci al Blvd. So.
Arlington, Texas 76017
(817) 465-5611

Description: Upflow, continuous wash filter

Accept ance / References:
-Conditional acceptance letter dated June 23, 2000 from
CDHS.
-Conditions of acceptance include: 1) nedia design specs
as noted above, 2) conplete recycling of filter nmedium
every three to four hours.
-Report available entitled *“Mcrobial Assessnment of the
Lanai Auxiliary Reclamation Facility to Produce Wastewater
Ef fluent for Unrestricted, Non-potable Reuse” dated Cctober
1998.

Comments: Mtr. has indicated they will warrant the Hydrasand
Filter to neet Title 22 requirenents. Sane principle as the
Par kson DynaSand.

I nstal | ati ons: None in California (proposed for City of
Corona), installed in Trumansburg NY and Lanai Cty, H.

Vol cano St at us—NOT YET ACCEPTED
Description: Continuous wash downfl ow sand filter
Accept ance / References:

-Docunentation of CDHS approval does not exist. The

Recycled Water Unit has no technical data on this process.

Comments: Future proposals for use of this filtration technol ogy
will require an acceptability assessnent prior to approval



Installations: Boulder Creek G C (Santa Cruz County), Sierra
Hei ghts WMP (Santa Clarita), Carnel Valley WMP, Shelter Cove
(Hunbol t)

Q her Media Type Filters

Fuzzy Filter
Schrei ber LLC St at us- - Accept ed

100 Schrei ber Drive
Trussville, Al abama 35173

Description: "Fuzzy Filter"-conpressible plastic filter nedia
Upf | ow desi gn

Medi a configuration:

Medi a Depth Ef fective Uniformty
(i nches) Size (mMm Coef fici ent
Synt heti c: 30 (1.25") 1.50
Pl astic (vari abl e)

Medi a is quasi spherical, highly porous and conpressible

Accept ance / Reference:
-Condi tional acceptance letter date February 24, 2003 from
CDHS.
-Condi tions of acceptance include: 1) medi a design specs.
as noted above, 2) filtration rate not to exceed 30 gpm ft?
3) all Title 22 installations shall have design changes as
outlined by Schreiber in correspondence dated January 21,

2003 (i.e. - backwash with filtered water, wash outl et
below filtered outlet, valving position alarnms), 4)
i ndi vi dual operations plans shall include recomended

operational configurations (i.e. percent conpression and
| oadi ng rate) based on secondary quality.
-Evaluated by U C. Davis (Report dated Septenber 1996)

Comments: Evaluated at loading rates up to 30 GPMft?; medi a
configuration/ porosity/depth varies based on per cent
conpression; water passes through nedia rather than around
medi a.

Installations: City of Yountville
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Menbr ane Technol ogi es

ZENON

Zenon Environnental Services, Inc.
3239 Dundas Street West

Cakville, Ontario L6M 4B2

(905) 465- 3030

Cycl e-Let (Thetford) St at us- - Accept ed

Description: Menbrane (“Utra") filtration (originally marketed
as Thetford Cycle-Let); conpl ete package unit i ncl udi ng
pretreatnent, biological oxidation, nmenbrane ultra-filtration,
GAC and U. V.

Acceptance / References:
- CDHS acceptance nenorandum to LARWQCB dated Novenber 12,
1993 regarding the Water Gardens Project.
-Report entitled "Evaluation of the Thetford Cycle-Let
Recl amation Systemis Ability to Meet Title 22, prepared by
Engi neeri ng- Sci ence, dated August 1991.
- Report entitled "Thetford Syst ens I nc. Cycl e- Let
Wast ewat er Treatnent and Recycling System — Water GGarden
Project, Santa Mnica, CA" dated July 1993 prepared by CDM

Comments: Menbrane approved has average pore size of .005
m cron.

Instal l ati ons: "Water Gardens” (Santa Monica), Sony Misic Canpus
(Santa Moni ca).

ZeeWed / Zenogem St at us- - Accept ed

Description: Variant of the Cycle-Let, OCP Bio-reactor /
Mcrofiltration process

Accept ance / References:
-Conditional acceptance letter from CDHS dated August 12,
1999
-Draft Final Report “California DHS Certification Testing-
for Zenon (ZeeWed) Menbrane” prepared by Mntgonmery Watson
(1/8/99).
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Comment s: Approval based on use of the "OCP' nenbranes only.
Conditions of approval i ncl ude: menbrane integrity tests
required; max. flux of 49.8 G-D

I nstal |l ati ons: Unknown

ZeeWweed 1000 UF St at us- - Accept ed

Description: Subnerged Hollow Fiber Utrafiltrati on Menbrane

Accept ance / References:
-Condi tional acceptance letter from CDHS for T-22
conpl i ance dated October 12, 2001
-Report entitled “California Departnment of Health Services
Certification Testing For Zenon ZeeWed 1000 Menbrane”,
prepared by Montgonmery Watson (June 2001). This report was
prepared for denonstrating conpliance with the California
Surface Water Treatnment Rule.

Comment s: Approval based on use of the hollow fiber polyner
“ZeeWeed 1000 UF Menbrane” with a 0.02 mcron nom nal pore size.
Condi ti ons of approval include: max. flux of 30 GFD; nax. TMP of
-10 psi; nenbrane integrity tests required.

I nstal |l ati ons: Unknown

U S Filter / MEMCOR STATUS- - Accept ed
4116 Sorrento Valley Bl vd.

San Diego, CA 92121

(619) 445-0578

Mencor Continuous Mcrofiltration (CVF)

Descri ption: 0.2 m cron Pol ypropyl ene Hol |l ow Fi ber M cro-
Filtration - Pressure Filtration

Accept ance / References:
-Conditional acceptance letter from CDHS dated 1/10/ 2000
- Approved under the SWIR using 0.2 m cron nenbrane.

Comments: Flux rate not to exceed 0.5 gpm nf, transmenbrane

pressure not to exceed 18 PSI, nenbrane integrity tests
required.
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Installations: West Basin MAD, Orange County Witer D strict,
City of Livernore, Dublin/San Ranmon SD

Mentor Continuous Mcrofiltration (CVF)

Descri pti on: 0.1 mcron Polyvinylidene Fluoride (PVDF) Holl ow
Fi ber Mcro-Filtration - Pressure Filtration

Accept ance / References:
-Condi ti onal acceptance letter from CDHS dated 1/10/ 2000
- Approved under the SWIR using 0.2 mcron menbrane.

Comments: Flux rate not to exceed 0.5 gpm nf, transmenbrane
pressure not to exceed 18 PSI, nenbrane integrity tests
required.

Install ations: West Basin MAD, Oange County Witer D strict,
City of Livernore, Dublin/San Ranmon SD

Mentor Continuous Mcrofiltration Subnerged (CVF-9)

Descri pti on: 0.2 mcron Polypropylene Hollow Fiber Mcro-
Filtration — Submerged/ Vacuum Filtration

Accept ance / References:
-Condi ti onal acceptance letter from CDHS dated 1/10/ 2000

Comments: Flux rate not to exceed 0.5 gpmnf, transnenbrane
pressure not to exceed 18 PSI, nenbrane integrity tests
required.

I nstal |l ati ons: Unknown

Mentor Continuous Mcrofiltration Subnerged (CVF-9)

Descri ption: 0.1 mcron Polyvinylidene Fluoride (PVDF) Holl ow
Fi ber Mcro-Filtration - Subner ged/ Vacuum
Filtration

Accept ance / References:
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-Condi tional acceptance letter from CDHS dated 1/10/ 2000
Comments: Flux rate not to exceed 0.5 gpminf, transnenbrane
pressure not to exceed 18 PSI, nenbrane integrity tests
required.

Install ati ons: Unknown

U S. Filter/Jet Tech Products-Menjet'™ STATUS- - Accept ed
1051 Bl ake
Edwardsville, KS 66111

Descri ption: 0.1 mcron Polyvinylidene Fluoride (PVDF) Holl ow
Fiber Mcro-Filtration — SBR/ Vacuum Filtration

Acceptance / References:
-Condi ti onal acceptance letter from CDHS dated 10/ 7/ 2002

Comments: Flux rate not to exceed 25 gfd, transmenbrane pressure
not to exceed 7.2 PSI, nmenbrane integrity tests required.

I nstal | ati ons: Unknown

PALL Cor poration STATUS -- Accepted
25 Harbor Park Drive

Port Washington, NY 11050 USA

(516) 484-3600

Descri ption: PVDF Hol | ow Fi ber M croza Mcrofiltration
0.1 mcron (P/ N XUSV-5203

Acceptance / References:
-Conditional acceptance letter from CDHS dated 1/10/2000
- Approved for conpliance under the SWR base on report
entitled “California Depart ment of Heal t h Servi ces
Certification Testing for Pall (Mcroza) Mcrofiltration
Menbr ane” prepared by Mntgonery-Watson (July 1999).
- Performance study conducted at OCWD Water Factory 21 (SLS
Report 7725) “Long-Term Testing of Pall Mcroza 0.1 um M
System on Secondary Effluent at Water Factory 21, Fountain
Val | ey, CA” (Septenber 23, 1998).
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Comment s: Flux rate not to exceed 32 GFD, transnenbrane
pressure not to exceed 25 PSI, nenbrane integrity tests
required.

I nstal |l ati ons: Unknown

M TSUBI SH

M t subi shi I nternational Corp. STATUS -- Accepted
333 South Hope Street West, Suite 2500

Los Angeles, CA 90071

Descri ption: M t subi shi Menbrane Bi oreactor (MR)
Sterapore HF 0.4 mcron hollow fiber polyethylene

Accept ance / References:
-Conditional acceptance letter from CDHS dated April 23,
2001
-Report entitled "Assessing the Ability of Menbr ane
Bi or eact or to Meet Exi sting \Water Reuse Criteria
(M tsubishi Rayon Co., Ltd.)” prepared by Mntgonery-Watson
(March 2001).

Comment s: Flux rate not to exceed 13 GFD; nmax. operating
pressure of —-5.8 psi; nmenbrane integrity tests required.

I nstal | ati ons: Unknown

KUBOTA STATUS -- Accepted

Description: Kubota Menbrane Bioreactor (MR); Type 510 0.4
m cron chl ori nat ed pol yet hyl ene flat sheet
menbr ane

Accept ance / References:
-Conditional acceptance letter from CDHS dated March 18,
2003
-Report entitled "Assessing the Ability of the Kubota
Menbrane Bioreactor to Meet Existing Water Reuse Criteria”
prepared by Mont gonery-Wat son- Harza (February 2003).

Conment s: Flux rate not to exceed 20 GFD;, nax. operating
vacuum pressure of <3.0 psi; nmenbrane integrity tests required,
turbidity performance limted to Section 60301.320 (b) of the
Water Recycling Criteria.
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I nstal |l ati ons: Unknown

Cloth Filter Technol ogi es

AQUA AERCBI C Systens, Inc. St at us- - Accept ed
6306 N. Al pi ne Rd.

Rockford, IL 61130-0026

(815) 654-2501

Description: Subnerged C oth-Media Rotating Disk Filter
(Uilizing the 102 needle felt fabric)

Accept ance / References:
-Conditional acceptance letter from CDHS dated June 29,
2001
-Report entitled "Evaluation of the Agua-Aerobic Systens
Cloth-Media Disk Filter (CVDF) for Wistewater Recycling
Applications in California” prepared by UC Davis (March
2001) .
-Report entitled “Evaluation of Aqua-Aerobics Systens
AgquaDi sk Filter Technol ogy at Orange County Water District,
Fountain Valley, California” (February 25, 2000).

Comments: Utilizes the "102 needle felt fabric", operates under
vacuum Conditions of acceptance: loading rate not to exceed 6
gpm ft?; technology must be conplimented with a disinfection
process capable of achieving 5-log virus inactivation in
accordance with Section 60301.230 (T-22); acceptance limted to
the random woven NF- 102 needle felt cloth nedia having openings
ranging from 10 to 30 mcrons and a thickness of 3.8 mm
influent turbidity not exceed 10 NTU nore than 5-percent of the
time within a 24-hour period; Operations plan shall specify
mnimm FTW cycle followng high pressure wash based on
di spl acenent of two filtrate volunmes and effluent turbidity
bel ow 2 NTU;, schedul ed inspections of cloth conditions; ensure
adequate sludge wasting; Turbidity performance limted to
Section 60301.320(a) of the Water Recycling Criteria.

I nstal |l ati ons: None known

Descri ption: Subnerged C oth-Media Rotating Disk Filter
(Utilizing the PA-13 nylon pile fabric)

Acceptance / References:
-Condi tional acceptance letter from CDHS dated May 6, 2002)
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-Report entitled "Use of PA-13 Pile Fabric, Supplenent to:
Eval uation of the Aqua-Aerobic Systenms Coth-Media Disk
Filter (CMDF) for Wastewater Recycling Applications in
California” prepared by UC Davis (February 2002).

Comments: Utilizes the "PA-13 nylon pile fabric", operates under
vacuum Conditions of acceptance: loading rate not to exceed 6
gpm ft?; technology must be conplimented with a disinfection
process capable of achieving 5-log virus inactivation in
accordance with Section 60301.230 (T-22); acceptance limted to
the PA-13 nylon pile fabric (as tested); influent turbidity not
exceed 10 NTU nore than 5 percent of the time within a 24-hour
period; scheduled inspections of <cloth conditions; ensure
adequate sludge wasting; turbidity performance limted to
Section 60301.320(a) of the Water Recycling Criteria.

I nstal | ati ons: None known

4. DI SI NFECTI ON TECHNOLOG ES

Gaseous chlorine or hypochlorite is the npbst comonly used
di si nfectant, however alternative technol ogi es are recogni zed as
being acceptable. On-site chlorine generators are also
avai | abl e for industry use.

ULTRAVI CLET

Troj an Technol ogi es, Inc.

3020 CGore Rd.
London, Ontari o Canada N5V 4T7

Description: UV 4000 ( Medi um Pressure) St at us—Accept ed*
UV 3000 (Low Pressure/Low Intensity) " *

Accept ance/ Ref er ences:
-Condi tional acceptance letter from CDHS dated Septenber 8,
1995 for UV4000.
-"Trojan System UWv4000 UV Disinfection Pilot Study.
Ri verside, California", May 1995
- "Equi val ency of the Trojan System UW4000 and System UV3000
in Meeting California Wastewater Reclamation Criteria at
Pacifica, California", June 1994
-"Technical Review Utraviolet Disinfection of Wstewater
to California Wastewater Reclamation Criteria (Title 22,
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Division 4, Chapter 3, of the California Code of
Regul ati ons) Using Trojan Technol ogi es’ System W4000 (Hi gh
I ntensity UV Lanp Technol ogy", August 1995,

Comments: Acceptance for the Uv4000 conditioned on 1) continuous
nmoni toring/recording of filter effluent turbidity (pre W),
daily coliform nonitoring (disinfected effluent) and 3) provide
UW dose of at least 100 mAMsec/cnf under worst operating
conditions at peak daily instantaneous flow with a mninmm of
three banks in operation and a UV dose of at |east 140 nwW
sec/cm2 with a mninmum of four banks in operation, subject to
all of the conditions indicated in the NWR Guidelines.

Installations: Gty of Pacifica, City of Vallejo, Central Contra
Costa S.D., Gty of Corona, Cty of San Diego (South Bay WRF),
Western Riverside RWF, divenhain WO, City of Santa Rosa

*Acceptance granted under the outdated 1993 NWR Cuidelines.
Conpliance wth the NWRI/AWMRF Guidelines has not been
denonstr at ed

**Acceptance granted under the Decenber 2000 NWRI/AWMRF
Gui del i nes.

PCl - Wedeco Environnental Technol ogies, Inc. Status—Accepted*
One Fairfield Crescent
West Caldwell, NJ 07006

- Specktrot herm 33- TAK W
Description: (Low pressure/H gh Intensity)

Accept ance/ Ref er ences
-Condi tional acceptance letter dated 3-31-98 from CDHS and
followup letter dated 5/21/99 transferring approval from
Aquafine to Wedeco).
-Tested at OCWD as t he AVES- Spectrot herm TAK UV System

Comments: Currently marketed as the PCl-Wdeco Spectrotherm 33
TAK UV System Requires UV dose of 160 m\/cn? at max. week flow,
120 ms/cnf at peak flow (max. day), and an average of >160
mAs/ cnf and conformto NWR Gui del i nes.

Instal |l ati ons: Leucadi a OAD( proposed)
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*Acceptance granted under the outdated 1993 NWRI CGui del i nes.
Conpliance wth the NWRI/AWMRF CCuidelines has not been
denonstr at ed

Wedeco - ldeal Horizons LCl-20L St at us—Accept ed*

Description: (Low pressure/ H gh Intensity)
Model LCI-20L

Accept ance/ References

-Condi tional acceptance letter from CDHS dated 2-23-99 for
Tej on Ranch.

-Report entitled “Utraviol et Dose Bi oassay of the |deal
Hori zons Horizontal Lanp Disinfection Systeni by HydroQual,
Inc. (Septenber 1998).

Comment s:
Installations: Tejon Ranch Devel opnent (1-5 @Tej on Pass)
*Acceptance granted under the outdated 1993 NWRI Cuidelines.

Conmpliance with the NARI/AWMRF Guidelines has not been
denonstr at ed

Wedeco - ldeal Horizons TAK 55 St at us—Accept ed**
Descri ption: (Low pressure/ Hi gh Intensity/open channel)
TAK 55

Accept ance/ Ref er ences
-Condi tional acceptance letter dated 12-4-01 from CDHS.
-Report entitled “Wdeco-1deal Horizons Low Pressure, High
Intensity Utraviolet D sinfection SystemPilot Study at O ange
County Water District” by CHZM Hi || (Novenber 2000)

Conment s:

I nstal | ati ons: Unknown

**Acceptance granted under the Decenber 2000 NWRI/AWMRF
Gui del i nes.




Aqui oni cs St at us—Accept ed*
Aqui oni cs, Inc.

21 Kenton Lands Rd.

Erl anger, Ky 41018

Description: (Medium Pressure/ln-1line)

Accept ance/ Ref er ence:
-Conditional acceptance letter dated 2-28-00 from CDHS.
-CH2M Hill, "Aquionics Medium Pressure, H gh-Intensity
Utraviolet Disinfection System Pilot Study at Orange
County Water District” by CH2MHi || (May 1999)

Comment s:
I nstal |l ati ons: Unknown
*Acceptance granted under the outdated 1993 NWRI Cui del i nes.

Conpliance wth the NWRI/AWMRF CCuidelines has not been
denonstr at ed

Servi ce Systens International, Ltd. St at us—Accept ed*
2800 I ngl eton Avenue
Bur naby, B.C. Canada, V5C 6G7

ULTRAGUARD WV System

Description: (Open Channel /Low Pressure/ Hi gh Intensity/vert.
| anp)

Accept ance/ Ref er ence:
-Condi tional acceptance letter dated 2-1-00 from CDHS.
-Report: Chen, C. L.; El Jacj, Z; Kuo, J., W lnactivation
of Bacteria and Coliphages in Tertiary Effluent Using Low
Pressure High-Intensity Lanps, Novenber 18, 1999, County
Sanitation Districts of Los Angel es County.

Conment s:

I nstal | ati ons: Unknown
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*Acceptance granted under the outdated 1993 NWRI CGui del i nes.
Conpliance wth the NWRI/AWMRF CCuidelines has not been
denonstr at ed

Aquar ay

I nfil co-Degrenont

2924 Enmerywood Par kway

P. O Box 71390

Ri chnmond, VA 23255-1390

Aquaray 40 VLS St at us—Accept ed*

Description: Vertical |anp/low Pressure/low intensity

Accept ance: Condi ti onal acceptance letter dated 10/24/97 from
CDHS
Conment s: Eval uation neno dated 4/30/97 from SDHS concerning

transmttance restriction be set at >55%

Install ations: Scotts Valley, Town of Wndsor, Dublin/San Ranon
CSD

*Acceptance granted under the outdated 1993 NWR Cuidelines.
Conmpliance wth the NWI/AWMRF Cuidelines has not been
denonstr at ed

U traTech Systens
15 Kay Fries Drive
St oneypoi nt, NY 10980

Ter m nat or St at us—Accept ed*
Description: Vertical/Low Pressure/Low Intensity
Accept ance/ Ref er ences

-Condi tional acceptance letter dated Cctober 23, 2000 from
CDHS

- Report entitled “Utraviolet Dose Bioassay of t he
Utratech Systens Vertical Lanp Disinfection System (65%
Transm ttance)” by HydroQual, Inc. (February 2000).

Comment s:

Instal |l ati ons: Unknown
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*Acceptance granted under the outdated 1993 NWRI Cuidelines.
Conpliance wth the NAR/AWMRF Cuidelines has not been
denonstr at ed

See Appendi x A

Al't. Tech. disk — Recycle water Technol ogy |isting3-03. doc
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APPENDI X A

Recogni zed Filtration and Di sinfection Technol ogi es
for Recycled Water

CALI FORNI A DEPARTMENT OF HEALTH SERVI CES
REDUCTI ON OF VI RUS AND BACTERI A BY FI LTRATI ON AND DI SI NFECTI ON
(Cct ober 2001)

Title 22 of the California Code of Regulations (Recycled Water
Criteria) require extensive treatnent of wastewater that is to
be used for irrigation of parks and playgrounds or for spray
irrigation of food crops. Recycled water for such irrigation is
to be oxidized, filtered, and disinfected. Section 60301. 320
defines filtered wastewater and Section 60301.230 defines
disinfected tertiary recycled water. Additionally, Section
60320.5 allows for “other nethods of treatnent” provided they
are found acceptable to the Departnent.

Treatnment equivalent to that stipulated in sections 60301. 320
and 60301.230 is prescribed to greatly reduce the concentration
of viable enteric viruses in wastewater. Such a reduction nmakes
it very unlikely that a person would contam nate his hands with
a virus when touching a surface wet wth reclained water.
Enteric viruses are excreted by individuals with an intestinal
virus infection. They can cause incapacitating di sease states
in susceptible persons. Those disease states include
meningitis, hepatitis, and others.

Capability of Treatnent That Sections 60301.320 and 60301. 230
Cte

The County Sanitation Districts of Los Angeles County (CSDLAC,

1977) determned the capability of treatnment that sections
60301. 320 and 60301.230 cite, to reduce the concentration of
viable wvirus in activated sludge effluent. CSDLAC added
| aboratory-cultured poliovirus and 150 mlligrans of alum
coagul ant per liter of the activated sludge effluent and passed
it through pilot-scale treatnent facilities conprised of a
clarifier and a sand filter to neet the turbidity limts that

section 60301.320 <cites in the definition of filtered
wastewat er: turbidity shall not exceed 2 turbidity units as a
daily average and shall not exceed 5 turbidity units nore than
five percent of the time. Filter effluent was chlorinated in a
chanmber with a two-hour theoretical contact period and a 90-
m nute actual, nodal contact period.
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Such treatnment reduced the concentration of virus plaque-formng
units to 1/100,000'" of the concentration in wastewater upstream
from the filter, when the chlorine residual was at least 5
mlligrans per liter and at |least sufficient to reduce the
concentration of total coliform bacteria to less than 2 per
hundred milliliters. Sections 60301.320 and 60301.230 require
that disinfection shall |imt the concentrations of tota
coliform bacteria in the effluent so that the nedian of
consecutive daily sanples does not exceed 2.2 per hundred
milliliters, as determned from the bacteriological results of
the | ast seven days for which anal yses have been conpl et ed.

Equi valent Treatnment By Guanular Mdia Bed Filtration and
Di si nfection

Section 60320.5 of Title 22 allows the regulatory agency to
accept processes other than those that Sections 60301.320 and
60301. 230 cite if the applicant denpbnstrates to the satisfaction

of DHS that the other processes will assure an equal degree of
treat ment. DHS deens other treatnment equivalent to that cited
in sections 60301.320 and 60301.230 when: (1) a proponent
denonstrat es t hat t he pr oposed alternative t r eat ment

consistently reduces the concentration of viable virus to a
| evel 1/100,000'" of the concentration of seeded virus in

influent to the filter; and (2) the proponent wll provide
reliability features equivalent to those that Title 22 cites,
and will conply with all other applicable stipulations of Title
22.

Past denonstrations are sufficient to allow DHS to accept the
conbi nati on of granular nedia bed filtration and disinfection of
oxi di zed wastewater as equivalent to treatnment that sections
60301. 320 and 60301.230 cite, when the follow ng four conditions
are obt ai ned:

(1) coagulant is added when the turbidity of the oxidized
wast ewater (i.e. secondary effluent) exceeds 5 NTU for nore
than 15 mnutes (or exceeds 10 NTU at any tinme) upstream
fromthe filter;

(2) the turbidity of filter effluent does not exceed a daily
average of 2 NTU, 5 NTU nore than 5 percent of the tine,
and 10 NTU at any tine;

(3) the concentration of viable total coliform bacteria in the

final effluent does not exceed 2.2 per hundred milliliters
as a nedian in sanples taken in seven consecutive days, and
does not exceed 23 per hundred mlliliters in nore than one

sanple in a 30-day period; and
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(4) the disinfection process conplies with (a) or (b) bel ow

(a) if chlorination is used it provides a CT (chlorine
concentration tinmes nodal contact tine) value not |ess
than 450 mlligram mnutes per liter at all times wth
a nodal contact time at least 90 mnutes at the peak
daily flowrate; or

(b) if wultraviolet light irradiation is used, the design
and operation of the UV Ilight disinfection process
conplies with the stipulations of the NAR/AWARF
docunent <cited below under the heading References
Cited.

Denpbnstration Wth Gher Filtration and D sinfection Processes

The particle size distribution (PSD) of secondary sewage
treatment effluent filtered by a nenbrane, cloth, or simlar
medium will differ significantly from that of effluent of a
granular nedia bed filter, insofar as PSD affects the
ef fecti veness of the downstream disinfection process. The term
“size distribution” refers to the nunber of particles per

mlliliter in each of several specific ranges of sizes.
Pol ycar bonat e nenbrane | aboratory filters with pore sizes of 12,
8, 5 3, 1, and 0.1 micron can be used (Levine, et al., 1985

NCC, 1984), with mniml equiprment requirenents. A particle

counter can be used to determne PSD for the follow ng size
ranges, in mcrons: 1.2 to 2, 2 to 5 5 to 10, 10 to 20, 20 to
50, 50 to 100, 100 to 200, and larger than 200 (Stahl et al.,
1994) .

If a filter other than a granular nmedia bed filter is proposed
to be used and the use of reclainmed water requires equival ence
with treatnment that section 60301.320 or 60301.230 cites, the
proponent nust undertake a denonstration to show DHS what
operating conditions guarantee that the filter and disinfection
process will consistently reduce the concentration of virus to
1/ 100, 000'" of the virus concentration in wastewater upstream
from the filter and limt the concentration of total coliform
bacteria to conply with concentrations that sections 60303 and
60313(b) cite. The denonstration will involve operation of the
filter and disinfection process under the follow ng conditions:

° the filter receives the type of wastewater from which
recycled water is proposed to be produced,

° the range of qualities of wastewater received by the filter
includes qualities that are expected to occur when recycled
water is produced, and are the nobst challenging to the
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effectiveness of the filter and disinfection process (e.g.,
concentration of suspended solids is at the maxi nunm;

° | aboratory-growmn viruses are added to the wastewater
upstream fromthe filter

° sanples are taken upstream from the filter and downstream
from the disinfection process for determ nation of nunbers
of plaque-formng units of virus per volune of sanple;

° sanples are taken of wastewater upstream and inmediately
downstream from the filter for determ nati on of
concentration of total suspended solids;

° turbidity of the filter effluent is continuously neasured
by a continuous recording turbidineter;

° sanpl es of disinfected effluent are taken for determ nation
of the concentration of total coliformbacteria;

° additionally if disinfection is by chlorination, sanples
are taken of wastewater wupstream from the filter for
determ nation of concentration of ammonia and sanples of
disinfected effluent are taken for determnation of
concentration of chlorine residual;

° additionally if disinfection is by UV irradiation, fluid
transmttance at 254 nm (% T) and flow rate of filter
effluent are continuously nmeasured and recorded;

° The greatest appropriate tine between backwashes, or other
actions that renew filter yield or efficacy, is determ ned
by experinment, with turbidity of filter effluent allowed to
range as high as needed for economically practicable
treatnment (but not to exceed 2 NIU as a daily average, 5
NTU nore than 5 percent of the time, or 10 NTU at any
time); and

A test run is conprised of one continuous operation between two
consecuti ve backwashes (or other actions that renew filter yield
or efficacy). A denonstration shall have at |east three test
runs during which the quality and/or flow rate of influent to
the filter is nost challenging for the disinfection process.

Qualities nost challenging to UV disinfection mght include high
concentration of suspended solids, high turbidity and |ow
transm ttance. Qualities  nost challenging to chlorine
di sinfection mght include high concentration of suspended
solids, high turbidity and high chlorine demand.
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| f the proponent wants to propose a CT value or mninum chlorine
contact tinme that differs from that cited above wunder the
headi ng Equivalent Treatnent By Guanular Media Bed Filtration
and Disinfection, or a U dose that differs from what the
NVRI / AWMRF Gui delines cite, the proponent shall perform as nany
test runes as necessary to construct a dose-response curve for
virus reduction. The curve shall show the required val ue(s) of
such paraneters at which the concentration of viable viruses in
the disinfected effluent is reduced to 1/100,000™ of the
concentration in the influent to the filter.

During each test run, viruses shall be added to wastewater in
nunbers sufficient to determine whether the concentration in
di si nf ect ed ef f | uent i's | ess t han 1/ 100, 000" of t he
concentration in wastewater upstream from the filter. The
viruses added to wastewater upstream fromthe filter shall be F
speci fic bacteriophage Ms2, polio virus, or other virus that is
at least as resistant to disinfection as polio virus. F-
specific bacteriophage M52 is a strain of a specific type of
virus that infects coliform bacteria that is traceable to the
Ameri can Type Culture Collection (ATCC 15597B1) and is grown on
lawns of E. coli (ATCC 15597). Chlorine residual in sanples of
chlorinated effluent taken for determi nation of concentrations
of virus plaque-formng units and total coliform bacteria shal
be neutralized with a reduci ng agent approved by DHS, when those
sanpl es are taken

The proponent shall submit to DHS a proposed protocol for al
work to be undertaken in the denonstration. The proponent wl
undertake the denonstration only pursuant to a protocol DHS has
approved.

The denonstration nust identify operating conditions that
consistently achieve that virus reduction and conpliance wth
the above-cited limts on the concentration of total coliform
bacteri a. The regulatory agency wll <cite those operating

conditions and will stipulate that they will be maintained.

The conbination of a filtration process and a separate

di sinfection process provides nultiple barriers to limt the
concentration of viable viruses sonewhat when the other
mal f uncti ons. DHS wll not accept filtration alone, or

di sinfection alone, as conplying with Title 22.
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